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1. Rotor 5. Infeed roller
2. Flails 6. Infeed conveyor
3. Adjustable crusher rakes 7. Drive shaft
4. Hydraulic cylinder
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1 Automatic power-belt 
drive. 

2 Newly designed rotor 
with exchangable 
stippers and free 
swinging flails.

3 W’tronic - electronic 
control unit and remote 
control.

4 Hydraulic feed hopper 
extension.

5 Hydraulic flailshaft
extractor.

6 Large side doors for 
storage and tools.

7 Shaker screen.
8 Infeed hopper.
9 Infeed conveyor.

10 Hydaulic draw bar 
support. 

11 Wheel drive.
12 Crawler track type

chassis.
13 Air tank.
14 Adjustable crusher 

rakes for exact sizing of 
output material.

The MZA Principle
ECOMATIC (standard):



MZA
SERIES

At Willibald innovations are 
obligation. For our customers 
these technical innovations are 
of substantial advantage.
Enthusiasm for innovations and 
the fascination for perfection 
have made Willibald a synonym 
for shredding. ■

Willibald is famous for its pioneering 

developments.
E.g. the latest development: 

Shaker screen for MZA series.

■ 1. profit: Shredding and seperating 

in one go.

■ 2. profit: Easily exchangable mash 

segments. 

■ 3. profit: Low-cost production of 

bio-mass.

Tool change made easy:
■ Lowerable discharge conveyor.
■ Easy door acces.
■ Intigrated, hydraulic flailshaft extractor.13 14
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New and better■

The substantial 
shredding advantage■
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Technical specifications

J. Willibald GmbH Bahnhofstraße 6 · D-88639 Wald-Sentenhart
Tel. +49 (0) 75 78 / 18 90 · Fax +49 (0) 75 78 / 18 91 70
e-mail: info@willibald-gmbh.de     www.willibald-gmbh.de

Technical specifications MZA 2400 MZA 4300 MZA  4800

Engine MAN MAN MAN

Power 176/240 316/430 353/480

Throughput

· greenwaste bis 50 m3/h bis 140 m3/h bis 180 m3/h

· bark bis 70 m3/h bis 180 m3/h bis 230 m3/h

· waste wood bis 30 m3/h bis 90 m3/h bis 120 m3/h

Feed opening

width 1450 mm 1450 mm 1450 mm

height 350 mm 700 mm 700 mm

Flailshafts / Flails 3/24 4/48 4/48

Diameter of rotor 800 mm 1000 mm 1000 mm

Heigth of loading 1950 mm 2060 mm 2060 mm

Dimensions 9400x2460x3400 10700x2550x3800 10700x2550x3800

max. weight 11000 kg 16000 kg 16000 kg

Options MZA 2400 MZA 4300 MZA  4800

Discharge conveyor ■ ■ ■

Magnetic seperator ■ ■ ■

Wheel drive ■ ■ ■

Remote control ■ ■ ■

Central lubrication system ■ ■ ■

Hydr. flailshaft extractor – ■ ■

Reversable fan ■ ■ ■

Hydr. feed-hopper extension – ■ ■

Additional fuel tank – ■ ■

Working lights ■ ■ ■

Crawler track type chassis ■ ■ ■

Shaker screen – ■ ■

Noise reduction system ■ ■ ■

Special lacquering ■ ■ ■

Particulate filter ■ ■ ■

Hydraulic support feet ■ ■ ■

■ optional         – not available September 2006
Technical changes reserved

Reprint and duplication only with our approval.

F o r  d e t a i l s

www.willibald-gmbh.de


