


The Electric
Four-Way

Sidelift truck
range:

E4S520

Standard

E4520

With Wide Fork Carriage

o - E Dg . U
Type Four-Way Sidelift truck E4 S 20/08/33 20/10/33 20/12/33 20/14/33 20/16/33
Nominal capacity Q lifting load kg 2.000 2.000 2.000 2.000 2.000
Load centre C distance mm 400 500 600 700 800
Platform width 1) N mm 800 1.000 1.200 1.400 1.600
Drive E electrical (battery) E E E E E
Type of steering F seated driver steering hydrostatic hydrostatic hydrostatic hydrostatic hydrostatic
Tyres load-side /battery-side Vulcollan Vulcollan Vulcollan Vulcollan Vulcollan
Wheels (x = driven) load-side/battery -side 4/2(1x) 4/2(1x) 4/2(1x) 4/2(1x) 4/2(1x)
Wheels (x = driven) optional 4/2x 4/2x 4/2x 4/2x 4/2x
Nominal lift 2) h3 maximum lift 3.300 3.300 3.300 3.300 3.300
with 2-stage h2 normal free lift mm 400 400 400 400 400
lift mast h3 special free lift mm
Fork b width x s thickness mm 125x 45 125x45 125x45 125x 45 125x45
Fork length 1 length mm 800 1.000 1.200 1.400 1.600
Overall height mast low. hl (in free lift range) mm 2.300 2.300 2.300 2.300 2.300
Overall height mast ext. h4 (with maximum lift) mm 3.980 3.980 3.980 3.980 3.980
Overall length L/LK mm 2.700/3.085 2.700/3.085 2.700/3.085 2.700/3.085 2.700/3.085
Overall width B mm 1.550 1.750 1.950 2.150 2.350
Platform height P mm 400 400 400 400 400
Frame well Es mm 1.370 1.370 1.370 1.370 1.370
Fork spacing d (maximum outside distance) mm 1.130 1130 1.130 1.130 1.130
Load clearance x (maximum lateral) mm 100 100 100 100 100
Turning radius W mm 1.510 1.860 1.610 1.665 1.725
Diagonals D @2W) mm 3.500 3.560 3.630 3.720 3.820
Working aisle width A (stacking aisle) mm 1.750 1.950 2.150 2.350 2.550
Aisle width G (travel/turn) mm 3.700 3.760 3.830 3.920 4.020
Cabin height H mm 2.175 2.175 2.175 2.175 2.175
e 0 3 2
Stability acc. to DIN yes/no yes yes yes yes yes
Travelling with/without nom. load km/h 9/11 9/11 9/11 9/11 9/11
Lifting with/without nom. load m/s 0,2/0,3 0,2/0,3 0,2/0,3 0,2/0,3 0,2/0,3
Lowering with/without nom. load m/s 0,4/0.3 0,4/0,3 0,4/0,3 0,4/0,3 0,4/0,3
Mast traverse with/without nom. load m/s 0,2/0,25 0,2/0,25 0,2/0,25 0,2/0,25 0,2/0,25
Gradeability with/without nom. load normal % 6/11 6/11 6/11 6/11 6/11
Gradeability with/without nom. load max. % 15/25 15/25 15/28 15/25 15/28
- L]
Service weight with battery kg 4.650 4.650 4.700 4.750 4.950
Tyres/number load-side/battery -side 4/2 4/2 4/2 4/2 4/2
Tyres-dimensions load-side mm 285/100 285/100 285/100 285/100 285/100
battery-side mm 406/178 406/178 406/178 406/178 406/178
Wheelbase Y (distance between axles) mm 2.200 2.200 2.200 2.200 2.200
Track S mm 1.050 1.250 1.450 1.650 1.850
Ground clearance m mm 100 100 100 100 100
Service brake foot - hydraulic acting on wheel and drive wheel
Parking brake hand - mechanical acting on wheel and drive wheel
Type of battery PzS (armour plated)/voltage v 4 PzS/80 4 PzS/80 4 PzS/80 4 PzS/80 4 PzS/80
Battery capacity at 5 hours rate Ah 320-580 320-580 320-580 320-580 320-580
Battery weight 2 trays kg 1.070 1.070 1.070 1.070 1.070
Drive motor number/power kB60 (n)kW (1)/4,5 (1)/4.5 (1)/4,5 (1)/4,5 (1)/4.8
Drive motor optional (n)kW (2)/3,5 (2)/3,5 (2)/3,5 (2)/3,5 (2)/3,5
Travel control type of control - manual (lever) manual manual manual manual manual
control stages forward/reverse 1/1 1/1 1/1 1/1 1/1
Control system thyristor, infinitely variable pulse pulse pulse pulse pulse
Lift motor number/power %ED (n)kW (1)/8 (1)/8 (1)/8 (1)/8 (1)/8
Steerin type - servo -, hydrostatic hydrostatic hydrostatic hydrostatic hydrostatic hydrostatic

Working hydraulics for attachments

Fork carriage DIN 15173/FEM FEM FEM FEM FEM FEM
Wide fork carriage

Nominal carrying capacity] Q lifting load 2.000 2.000 2.000 2.000 2.000
Load centre CT distance mm 350 450 550 650 750
Platform width 1) NT mm 700 900 1100 1.300 1.500
Fork length LT length mm 700 900 1.100 1.300 1.500
Fork spacing dT (max. spacing) mm 3.140 3.140 3.140 3.140 3.140
Turning radius WT mm 1.650 1.690 1.740 1.795 1.850
Diagonals DT mm 3.635 3.715 3.800 3.900 4.010
Aisle width GT (travel/turn) mm 3.835 3.915 4.000 4.100 4.210




E4525

Standard

E4525

With Wide Fork Carriage

25/08/33 25/10/33 25/12/33 25/14/33 25/16/33
2,500 2.500 2.800 2.500 2.500
400 500 600 700 800

800 1.000 1.200 1.400 1.600

E g, E Bl E
hydrostatic hydrostatic hydrostatic hydrostatic hydrostatic
Vulcollan Vulcollan Vulcollan Vulcollan Vulcollan
4/2(1x) 4/2(1x) 4/2(1x) 4/2(1x) 4/2(1x)
4/2x 4/2x 4/2x 4/2x 4/2x
3.300 3.300 3.300 3.300 3.300
400 400 400 400 400

125x 45 125x 48 125x% 45 150x 50 180x 50
800 1.000 1.200 1.400 1.600
2.300 2.300 2.300 2.300 2.300
3.980 3.980 3.980 3.980 3.980
2.700/3.085 2.7100/3.085 2.700/3.088 2.700/3.085 2,700/3.085
1.850 1.750 1.950 2.150 2.350
400 400 400 400 400

1.370 1.370 1.370 1.370 1.370
1.130 1130 1.130 1.130 1130

100 100 100 100 100

1.510 1.560 1.610 1.665 1.725
3.500 3.560 3.630 3.720 3.820
1.750 1.950 2.150 2.350 2.550
3.700 3.760 3.830 3.920 4.020
2.175 2.175 2.175 2175 2.175

yes yes yes yes yes
9/11 9/11 9/11 9/11 9/11
0,2/0,3 0,2/0,3 0,2/0,3 0,2/0,3 0,2/0,3
0,4/0,3 0,4/0.3 0,4/0,3 0,4/0.3 0,4/0,3
0,2/0,25 0,2/0,28 0,2/0,25 0,2/0,25 0,2/0,25
6/11 6/11 6/11 6/11 6/11
15/28 15228 15/25 15/25 15/25
4.800 4.800 4.850 4.950 5.050

4/2 4/2 4/2 4/2 4/2
285/100 285/100 285/100 285/100 285/100
406/178 406/178 406/178 406/100 406/178
2.200 2.200 2.200 2.200 2.200
1.050 1.250 1.450 1.650 1.850
100 100 100 100 100
acting on wheel and drive wheel

acting on wheel and drive wheel

4 PzS/80 4 PzS/80 4 PzS/80 4 PzS/80 4 PzS/80
320-580 320-580 320-580 320-580 320-580
1180 1.180 1.180 1.180 1.180
(i)/4,5 (1)/4,8 (1)/4,5 (1)/4.,5 (1)/4,5
(2)/3.5 (2)/3.:5 (2)/3,8 (2)/3,5 (2)/3,5
manual manual manual manual manual
1/1 1/1 1/1 A 1/1
pulse pulse pulse pulse pulse
(1)/8 (1)/8 (1)/8 (1)/8 (1)/8

hydrostatic

hydrostatic

hydrostatic

hydrostatic

hydrostatic

2.500

350 450 550 650 750
700 900 1100 1.300 1.500
700 900 1100 1.300 1.500
3.140 3.140 3.140 3.140 3.140
1650 1.690 1.740 1.795 1.850
3.635 3.718 3.800 3.900 4.010
3.835 3.915 4.000 4.100 4.210




E4S30

Standard

E45S30

With Wide Fork Carriage

30/08/33 30/10/33 30/12/33 30/14/33 30/16/33
3.000 3.000 3.000 3.000 3.000
400 500 600 700 800
800 1.000 1.200 1.400 1.600
E E 5 E B
hydrostatic hydrostatic hydrostatic hydrostatic hydrostatic
Vulcollan Vulcollan Vulcollan Vulcollan Vulcollan
4/2x 4/2x 4/2x 4/2x 4/2x
3.300 3.300 3.300 3.300 3.300
400 400 400 400 400
150x 50 150x 50 150x 80 180x 50 150x 50
800 1.000 1.200 1.400 1.600
2.300 2.300 2.300 2.300 2.300
3.980 3.980 3.980 3.980 3.980
2.700/3.085 2.700/3.085 2.700/3.085 2.700/3.085 2.70073.085
1.580 1.750 1.950 2.150 2.350
400 400 400 400 400
1.370 1.370 1.370 1.370 1.370
1130 1.130 1130 1130 1.130
100 100 100 100 100
1.510 1.560 1.610 1.665 1.725
3.500 3.560 3.630 3.720 3.820
1.750 1.950 2.150 2.350 2.550
3.700 3.760 3.830 3.920 4.020
2.175 2.175 2.175 2.115 2.175
yes yes yes yes yes
8,5/10,5 8,5/10,8 8,5/10,5 85/10,5 8,5/10,5
0,2/0,3 0.2/0,3 0.2/0.3 0,2/0,3 0,2/0,3
0,4/0.3 0,4/03 0,4/0.3 0.4/0.3 0,4/0.3
0,2/0,25 0,2/0,25 0,2/0.25 0,2/0,25 0,2/0,28
6711 6/11 6/11 6/11 6/11
15/25 15/25 15/25 15/25 15/25
4.980 4.980 5.100 5.200 5.300
4/2 4/2 4/2 4/2 4/2
285/100 285/100 285/100 2857100 2857100
406/178 406/178 406/178 406/178 406/178
2.200 2.200 2.200 2.200 2.200
1.050 1.250 1.450 1.650 1.850
100 100 100 100 100
acting on both drive wheels
acting on both drive wheels
4 PzS/80 4 PzS/80 4 Pz5/80 4 PzS/80 4 PzS/80

. 320-580 320-580 320-580 320-580 320-580
1.272 1.272 1.272 1.272 1.272
(2)/3.5 (2)/8,5 (2)/3,8 (2)/3.5 (2)/3,5
manual manual marnual manual manual
1/1 1/1 1/1 1/1 1/1
pulse pulse pulse pulse pulse
(1)/10,5 (1)/10,5 (1)/10,5 (1)/10,5 (1)/10,5
hydrostatic hydrostatic hydrostatic hydrostatic hydrostatic
150 150 150 150 150

[ FEM | FEM | FEM | FEM | FEM
3.000 3.000 3.000 3.000 3.000
350 450 550 650 780
100 900 1.100 1.300 1.500
700 900 1.100 1.300 1.500
3.140 3.140 -3.140 3.140 3.140
1650 1.680 1.740 1.795 1.850

| 3.635 3.7158 3.800 3.900 4.010
3.835 3.916 4.000 4.100 4.210




E4535

tandard

E4535

Nith Wide Fork Carriage




E4540

Standard

E4540

With Wide Fork Carriage




Rated capacities at higher
lift heights E4S

9\ Vv IV
A
/
74

I

il
L
47

A 4

I

[o2]
N
N

N
NN
N

(2}

(e}
N

Lift height in metres

-

3 Nominal capacity

100 80 60 40 20 0 %
Platform width 800 curvel
1,000 curvell
1,200/1,400 curvelll
1,600/1,800 curvelV
2,000/2,400 curveV

Can be supplied according
to requirement:

Platform widths 1)

from 600-2.400 mm
according to model
Special widths on request

Lift heights 2)

4.000/4.500/5.000/5.800/6.000/
6.500/7.000 and 7.500 mm
Special heights on request

Heights

Mast lowered
hl = h3:2 + 650 mm

Mast extended
h4 = h3 + 670 mm

We reserve the right to make technical
alterations

Model E4S - Standard design
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Model E4S with transverse cab
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* yertical mast correction

** fork tilt = on request

Model E4S with guide rollers

8-100 50

([Front édge of rack




