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Designed in accordance with EN12999
Design class: HC1-HD4 for model HC601e
Design class: HC1-HD5 for model HC661e
- Multifunctional radio remote control
- Sauer Danfoss PVG32
- Endless slewing
- Flanged valves
- Oil tank
- Fixed stabilizer cylinders
- Swivel stabilizer foot
- EES Extra Extension Speed
- SDS Smooth Descent System
- LAS Liftrod Articulating System
- P-LCS Proportional Lift Control System (HC661e)
- H3XL Crane control system (CE)

Load diagrams Standard features

Technical specifications - EN12999 - HC1- HD4 (HC601e)  HC1- HD5 (HC661e)

Dimensions (mm)

Models		  HC601e		  HC661e		  HC601e		  HC661e	 HC601e		  HC661e	 HC601e		  HC661e
			   E2					     E4			   E6			   E8
Lifting Moment	 tm	 57,5		  63,2			  54,7		  60,2	 51,9		  57,5	 50,7		  56,2

Slewing Angle	 °								                  ENDLESS

Working pressure	 bar	 335		  365			   335		  365	 335		  365	 335		  365

Oil tank capacity	 l		  250					     250			   250			   300

Max Oil flow	 l/min    		  100					     100	    		  100			   100 

Max lifting height	 m		  11,9					     15,9			   20,3			   24,7

Standard crane weight	 kg		  5200					     5780			   6320			   6750
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Data, descriptions, and illustrations pertain only and uniquely to models sold at the time of printing of this brochure. After the date of printing, this information is purely indicative and not binding upon HYVA. 
Future modifications are solely at the discretion of HYVA and are always in compliance with applicable and pertinent safety standards. To obtain updated data, descriptions, and illustrations, contact the manufac-
turer or your reseller. Cranes manufactured and/or marketed by HYVA. HYVA is not responsible for the special applications depicted. Crane applications and accessories described herein are only examples. Some 
applications and equipment shown may not be approved for use in CE countries or other areas. It is the installer’s responsibility to ensure that the crane is applied correctly, and that its application, installation, 
and accessories maintain safety and comply with all local laws.

	 	 E2			   E4				   E6			   E8
	

A		  2530			   2530			   2530			   2550
B		  2430			   2430			   2430			   2430	
C		  890			   890			   890			   890
D		  586			   586			   586			   586	
E		  300			   300			   300			   300	  
F		  2253			   2253			   2253			   2253	
G		  2493			   2493			   2493			   2493	
H		  6660			   6660			   6660			   6660	
I		  8670			   8670			   8670			   8670	
L		  1480			   1480			   1480			   1635	
M		  1585			   1585			   1585			   N/A	
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kg	 13000	 9240	 7185
m	 4,35	 6,15	 8,00
kg	 14270	 10170	 7910
m	 4,35	 6,15	 8,00

HC601e

HC661e

E2

E8
kg	 10860	 7450	 5530	 4240	 3395	 2780	 2350	 2045	 1820	 1500	 1150	
m	 4,67	 6,47	 8,30	 10,25	 12,20	 14,30	 16,40	 18,52	 20,70	 22,85	 25,00

kg	 12050	 8330	 6230	 4810	 3880	 3195	 2715	 2365	 2110	 1700	 1350	
m	 4,67	 6,47	 8,30	 10,25	 12,20	 14,30	 16,40	 18,52	 20,70	 22,85	 25,00

HC661e

HC601e

E6
kg	 11590	 8000	 6005	 4685	 3820	 3195	 2760	 2045	 1820	 1500	 1150	
m	 4,48	 6,28	 8,10	 10,05	 11,98	 14,08	 16,18	 18,52	 20,70	 22,85	 25,00
kg	 12850	 8910	 6720	 5265	 4315	 3615	 3130	 2365	 2110	 1700	 1350	
m	 4,48	 6,28	 8,10	 10,05	 11,98	 14,08	 16,18	 18,52	 20,70	 22,85	 25,00

HC661e

HC601e

E4
kg	 12260	 8625	 6610	 5270	 4400	 3195	 2760	 2045	 1820	
m	 4,46	 6,26	 8,06	 10,00	 11,96	 14,08	 16,18	 18,52	 20,70	
kg	 13500	 9540	 7325	 5860	 4900	 3615	 3130	 2365	 2110	
m	 4,46	 6,26	 8,06	 10,00	 11,96	 14,08	 16,18	 18,52	 20,70	

HC661e

HC601e

Recommended minimum truck:
HC601e - G.V.W. ton 42
HC661e - G.V.W. ton 42

Quality and
environmental certified

TECHNICAL INFORMATION HC601e    - HC661e

Jib versions also available


