




PRODUCTIVITY ON DEMAND

Reliability & Maintenance
•  Hydraulically driven, reversible  

cooling fan

•  Fully hydraulic brake system

•  High-rigidity frame

•  Payload meter (PLM)

Safety First
•  Komatsu SpaceCab™ –  

Built-in ROPS/FOPS

•  Rear-view camera system

•  Integrated stairways with handrails  
and gentle slope

Maximised Ef ciency
•  Hydraulically controlled wet multiple-disc 

brakes and retarder

•  Auto Retard Speed Control (ARSC)

•  K-ATOMiCS transmission with “Skip-
Shift” function

•  Komatsu Traction Control System (KTCS) 
(Option)

First-Class Comfort
•  Newly designed spacious,  

egonomical cab

•  Heated and ventilated air  
suspension seat

•  High resolution LCD colour monitor

•  Hydro-pneumatic suspension

Powerful and  
Environmentally Friendly
•  Fuel ef cient high performance  

Komatsu SAA6D170E-7 engine

•  Eco-gauge and Eco guidance

•  Adjustable auto idle shutdown

KOMTRAX Plus
•  Komatsu Wireless Monitoring System

•  Increased operational data and fuel 
savings





Exhaust Gas Recirculat ion (EGR)
Cooled EGR is a technology well-proven 
in current Komatsu engines. The increased 
capacity of the EGR cooler now ensures 
very low NOx emissions and a better engine 
performance.

Variable Geometry Turbo (VGT)
The VGT provides optimal air ow to the 
engine combustion chamber under all speed 
and load conditions. Exhaust gas is cleaner, 
fuel economy is improved while machine 

High-Pressure Common Rail (HPCR)
To achieve complete fuel burn and lower 
exhaust emissions, the heavy-duty High-
Pressure Common Rail fuel injection 
system is computer controlled to deliver a 

Komatsu Closed Crankcase Ventilation 
(KCCV)
Crankcase emissions (blow-by gas) are 
passed through a CCV lter. The oil mist 
trapped in the lter is returned back to the 
crankcase while the ltered gas is returned 
to the air intake.

Brake cooling oil recovery 
tank
A tank is installed on each rear 

wheel to capture brake cooling oil 

Automatic Idling Setting 
System (AISS)
This system facilitates quick engine 

warm-up and operator cab cool-

ing/warming. When the system is 

“ON”, engine idle speed is kept 

at 1.100 rpm, and is lowered to 

750 rpm as the coolant tempera-

ture rises. It automatically returns 

to 1.100 rpm when the coolant 

temperature drops.

Heavy-duty aftertreatment 
system
KDPF captures more than 90% of 

Particulate Matter (PM). Special 

oxidation catalyst and extra fuel 

injection in the exhaust stream can 

decompose accumulated soot in 

the DPF lter by either active or 

passive regeneration. This system 

does not interrupt normal operation 

or require additional action from the 

driver.









    
       

     

          

         

         























Standard and Optional Equipment

Further equipment on request

BODY

Body exhaust heating kit

Spill guard, 300 mm, weld-on/bolt-on type

Electronic hoist control system

Rock ejector bars

Safety pin

Tire guard, rear, weld-on type

Cab guard, left, bolt-on type

Platform guard, bolt-on type

Steel body liners
Side extensions

AXLES AND TYRES

CABIN
ROPS/FOPS cab, sound suppression type with 
tinted windows, front laminated glass, two doors 
(left and right)

Operator seat, air suspension type with heating, 
ventilation and retractable 3-point seat belt

Trainer seat with 2-point seat belt

Steering wheel, tilt and telescopic

Air conditioner

Sun visor

Windshield washer and wiper (with intermittent 
feature)

Cigarette lighter, ashtray, cup holder, space for 
lunch box

AM/FM radio with auxiliary input (MP3 jack)

Body dump counter

Eco-gauge and Eco guidance

2 × 12 Volt power supply

SERVICE AND M AINTENANCE

Automatic greasing system

Large LCD colour monitor panel

KOMTRAX Plus – Komatsu wireless monitoring 
system

Komatsu CARE™ – a maintenance program for 
Komatsu customers

Electric refuelling pump

Fuel tank with fast ll coupler

Engine room lamp

Centralised greasing points (4)
Battery jump start

Hydraulic oil lter clogging alarm

PM service connections

Radiator shutter, canvas type

Centralized quick connectors for oil change

Wheel chocks

SAFETY EQUIPM ENT
Speed limiter

Back-up alarm

Automatic supplementary steering

Coolant temperature alarm and light

Battery main switch

Hand rails for platform

Horn, electric

Ladders, left and right hand side

Front brake cut-off system

Protective fence around engine hood

Heated rear-view mirrors

Under-view mirrors

Rear-view camera system

Secondary engine shutdown switch (inside cab)

Hydraulically controlled wet multiple-disc brakes 
and retarder
Overrun warning and prevention system

Overturn warning system

Pedal-operated secondary brake

Neutral coast inhibitor

Emergency engine stop switch

Step light

Overload speed limiter

Antilock brake system (ABS)

Starter disconnect switch
Body position alarm

LIGHTING SYSTEM

Back-up light

Halogene headlights high and low beam

Side lamps, left and right

Fog lights

LED stop and tail lights, turn indicator lights with 
hazard function

Back work lights, left and right side

Additional back-up light

OTHER EQUIPM ENT

Mud guards

Engine underguard

Propeller shaft guards, front and rear

Transmission underguard

Komatsu Diesel Particulate Filter (KDPF) thermal 
guard

Fire prevention covers

Auto Retard Speed Control (ARSC)

Payload meter (PLM)

Engine side covers

Lockable fuel cap and covers

Brake cooling oil recovery tank

Electric circuit breakers, 24 V

ENGINE
Komatsu SAA6D170E-7 turbocharged common rail 
direct injection diesel engine

Remote hydraulically driven, variable speed, 
reversible cooling fan

Auto-deceleration function

Adjustable auto idle shutdown

Alternator 90 A / 24 V

Starter motor 2 × 7,5 kW

Batteries 4 × 12 V

Dry type air cleaner, double element with dust 
indicator 


