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Concrete Crusher

Model	 SV-7XR	 SV140R	 SV250R	 SV380R
Excavator weight (t)	 6 - 9	 10 - 16	 19 - 28	 29 - 38
Weight (kg)	 745	 1450	 2470	 3800
Max. jaw opening (mm)	 700	 970	 1200	 1400
Working pressure (MPa)	 28	 28	 28	 28
Oil flow (l/min)	 50 - 130	 80 - 230	 100 - 400	 150 - 500
Rotation pressure (MPa) 	 14	 14	 14	 14
Rotation oil flow (l/min)	 15 - 30	 15 - 30	 15 - 30	 15 - 30
Max. force (A) (kN)	 470	 700	 1150	 1400
Max. force (B) (kN)	 720	 1130	 1815	 2220
Max. force (C) (kN)	 1530	 2200	 3450	 4370
Opening time (sec.)	 0,9	 0,9	 1,2	 1,2
Closing time (sec.)	 1,8	 1,9	 2,1	 2,3
Total cycle time (sec.)	 2,7	 2,8	 3,3	 3,5
Number of cycles (n/min)	 22	 21	 18	 17
Oil flow (l/min)	 130	 230	 400	 500

Optional:
SV250R with replaceable tooth
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Model	 SV400R	 SV500R	 SV-65XR	 SV-100XR
Excavator weight (t)	 29 - 38	 39 - 48	 60 - 70	 80 - 100
Weight (kg)	 4100	 4960	 6625	 9200
Max. jaw opening (mm)	 1500	 1750	 2000	 2200
Working pressure (MPa)	 28	 28	 26	 28
Oil flow (l/min)	 150 - 500	 175 - 600	 200 - 700	 200 - 800
Rotation pressure (MPa) 	 14	 14	 14	 14
Rotation oil flow (l/min)	 15 - 30	 15 - 30	 20 - 30	  20 - 40
Max. force (A) (kN)	 1500	 1780	 2140	 2660
Max. force (B) (kN)	 2470	 3020	 3250	 4200
Max. force (C) (kN)	 4860	 5670	 5780	 7350
Opening time (sec.)	 1,4	 1,3	 1,2	 2,1
Closing time (sec.)	 2,7	 2,9	 3,1	 4,4
Total cycle time (sec.)	 4,1	 4,2	 4,3	 6,5
Number of cycles (n/min)	 15	 14	 14	 9
Oil flow (l/min)	 500	 600	 700	 800
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