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Note : The specifications above are subject to change without notice.

TOP series specification

Model Unit TOP45B TOP60B TOP90 TOP100B TOP203B TOP205B TOP210B TOP300B TOP400 TOP800

Bracket type One body One body One body
Vertical 
with top 
mount

Vertical 
with top 
mount

Vertical 
with top 
mount

Vertical 
with top 
mount

Vertical with 
top mount

Vertical with 
top mount

Vertical with 
top mount

Operating weight kg 325 457 810 1090 1720 1840 1910 2980 4135 5600

Overall length mm 1362 1570 1732 2390 2769 2774 2886 3241 3833 4424

Tool diameter mm 68 85 98 110 135 135 135 155 169 189

2nd relief setting
pressure 

MPa  17.5 17.5 19 19.2 19.2 19.2 19.2 19.2 21 21

Operating pressure MPa 12~16 12~16 13~18 14~18 14~18 14~18 14~18 14~18 14~18 15~18

Frequency bpm 800~1100 730~970 550~850 550~710 430~570 
370~430
460~580 

310~430 280~410 320~400 260~340

Accumulator gas 
pressure 

MPa - - - - - 5.4-5.9 5.4-5.9 5.4-5.9 5 5

Carrier machine 
weight range 

ton 5~8 5.5~10 7~12 10~19 19~23 19~28 20~30 28~45 40~60 60~

Carrier output flow 
range

lpm 50~ 50~ 65~ 100~150 140~230 160~260 160~260 280~300 280~350 280~382


