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SPEZIFIKATION
SUTABLE PESO GEEIGNET FUR .
PESO ESCAVATORE o0 BtE PODSPELLE o Roo0 o Pl 15+25¢
PESO MEDIO OPERATING POIDS PESOMEDIO  ARBETSGEWICHT DES oo\
OPERATVO WEIGHT OPERATION OPERATNO HAMMERS 9-
'ﬂ’?&"ﬁ;’f@ TOOL DIAMETER  DIAMETRE OUTIL = DIAMETRO PICA | MEISSELDURCHMESSER =~ 48 mm.
DEBIT AU 18 + 32
PORTATA OIL SUPPLY BRSERGCLE CAUDAL LBERDARF 3.
PRESSIONE BREAKER  PRESSION  PRESIONENEL ~ ARBEITSOLDRUCK IM
REGOLATA AL WORKING REGLEE AUBRIS FooON EN o oIt 130 bar
DEMOLITORE PRESSURE ROCHE
PRESSIONE  ReLier PRESSURE  PRESSION  pRESIONENLA  ARBEITSOLDRUCK VOM
REGOLATA SETTING REGLEEALA ' "£yCAVADORA TRAGERGERAT 140 bar
ALL'ESCAVATORE PELLE
CONTROPRESSIONE ~ BACK-PRESSURE PR%%’S%'EEAU %%'ETLR@:STEIE'_%N CKLAUF-STAUDRUCK 10
SULDEMOLITORE AT THEBREAKER L SSIONEY A AM HYDRAUL IKHAMMER
ENERGIAD'URTO | BLOWENERGY  PUISSANCE DE  ENERGIA DE EINZELSCHLAG- 200 ioule
(MAX) (MAX) CHOC (MAX) GOLPE (MAX) ENERGIE (MAX) i
NUMERO COLPI AL FRAPPES PAR SCHLAGZHL PRO | 550 + 1100
MINUTO IMPACT RATE MINUTE GOLPES MINUTO MINUTE n./min.
MAX TEMPERATURE  TEMP. MAX DE
T%"ﬁg'ﬁé\g ch"gfx TEMPERATURE DELHULE ACEITE TEMP. MAX 6L 80°C
HYDRAULIC OIL  HYDRAULIQUE = HIDRAULICO
HOSE
ATTACCO CONNECTIONAT | JOINTAGEAU  RACOR PRESION HAMMER- .
INGRESSO ANSCHLUSSCHLAUCH | 1/2" G
THE BREAKERS ~ BRISEROCHE MARTILLO L
DEMOLITORE BUCKLAUF
INLET LINE
HOSE JOINTAGE AU HAMMER-
ATTACCO USCITA  CONNECTIONAT  JORTACEAY  RACORRITORNO 5 oo imaonialcH | 112" G
DEMOLITORE THE BREAKERS SEROT MARTILLO s
RETURN LINE
TUBAZIONE INLET LINE SIZE DIAMETRE NSTAL AGION EMPFOHLENE
IMPIANTO MANDATA  RECOMMENDATION TUYAN H.P. (min. VORLAUF-LEITUNG (min. 12 mm.
(min. in dia) (min. dia) dia) (recom.) PRESION dia)
. . (min. dia)
TUBERIA
TUBAZIONE RETURN LINESIZE DIAMETRE INSTALACION EMPFOHLENE
IMPIANTO RITORNO  RECOMMENDATION ~ TUYAN B.P. (recom.) RUECKLAUF-LEITUNG = 15 mm.
(min. in dia) (min.dia) (min.dia) RITORNO (min. (min. dia)
dia.)
Each Hydraulic Breaker ZAMO will arrive with quality certification & European Conformity.
Provided with a user’s guide & maintenance book
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O.M. di Anobile L. & Zotta F. e C. s.n.c.
Hydraulic Breakers Constructor and Spare Parts
Rione Matteotti - 85013 Genzano di Lucania (Potenza) Italy
Telefono e Fax +390971775241 +390971776800



